Panel Orientation Instructions (HDMI TV System)
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Picture Mode
Contrast
Brightness
Color
Sharpness
Tint

Color Temperature

Standard
50
50
50
50
50

Normal

Aspect Ratio 169
Noise Reduction Middle
Enters @ alectt X

Factory Setting
PICTURE
SOUND
SPECIAL SET
UPGRADE
VIF
QMAP_ADJUST
Input Source
Panel Name FILLHD_CHMO216_H1LD1
BUILD TIME Sept, 22 2017 11.08.46
VERSION SVN: 1129
Check SUM O0xFF552DBC
Firm WareM erge.bin

Press the Menu Button
On the remote, find and press the “Menu” button.
* Note: Disconnect all HDMI connections from the TV.

Press 2-5-8-0

Slowly press the buttons 2-5-8-0. This will prompt the
factory setting menu to pop up on the screen.

Press the Special Set
Under the “Factory Setting”, find and press “SPECIAL SET".

Special Set
FACTORY RESET
SHIPPING
BURNING Off
WHITE PATTERN off
Power Mode Last
UART DEBUG HK
Panel Control
EMC Setting
Power Logo LOGO ON

Backlight Curve

Panel Select FILLHD_CHMO216_H1LD1
Ti Bit Mode TI_MODE_8BIT
PanelLVDS Tl MODE On

Panel Swap Port Off

Mirror Enable On

PWN Freq DC

Backlight Reverse On

Backlight Mode 100
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Press Panel Control

Under “SPECIAL SET”, find and press “Panel Control".

Press Mirror Enable

Find “Mirror Enable” and set it to “ON". The TV screen
should now go back to normal.

Press the Exit Button
Press the “Exit” button to go back to main screen.
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