Panel Testing Mode Instructions (4K TV System)
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Remove the Android Box
On the back of your TV, find the small android box attached
and remove it from the TV.

Press the Source Button

Find and press the “Source” button on the remote.

Highlight the HDMI1 Input

An input source menu would pop up at the top right
portion of your screen. Highlight the HDMI1 option but do

not press it.
* Note: If the HDMI button is accidentally pressed, press “Exit” button
and go back to Step 2.

O O

(1] (2] (3]

(6] Press
(9] 2-0-0-8
(info (0] [2]

EPG

Design Setting

NOMUNEAR

Mon_standard

[

Sthes

Mociol No. Date Last updated

Tme

Design Setting

H
g

esters Pty Dt

Powar on

Mirror Enabie Mieror My

K o o @)

Bachligh Mode PWM.CHN ] ea] k)

Bacangrn_PN on

i - waiafial

e o o (0] (3]
—_ e =
) (=)

Paned i index Ciotanit Pansd

ga
.
o

fenN

(©)

'

MENU

p
g

Press 2-0-0-8
Slowly press the buttons 2-0-0-8 on the remote to bring the
“Design Setting” up.

Press User Set
Under “Design Setting”, find and press “USER SET".

Press Burning
Under the “User Set”, find the “Burning” option then press
“OK", followed by the » button on the remote.
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Set Burning to On
The burning settings would pop up on the buttom part of
the screen. Again press the p button to set burning to on.

ﬂ Press the Exit Button

Press the “Exit” button on the remote to go back to the
main TV screen.
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